FOUNDATION PLAN NOTES KEYNOTES ROOF PLAN NOTES 


1. ALL FOUNDATION DESIGNS MUST BE ENGINEERED TO LOCAL CONDITIONS. THIS IS 1. HARDWOOD FLOORING 1. DATUMS ARE TO FINISH FLOOR. BUILDING HEIGHTS ARE OFTEN MEASURED TO 
ONLY A TEMPLATE. MANY FACTORS MUST BE CONSIDERED FOR A PERMIT, INCLUDING 2. T&G WOOD DECKING GRADE. FOR A CRAWLSPACE OR BASEMENT, ADD 2 FEET MINIMUM TO THE GROUND 
SOIL TYPE, SEISMIC DEMANDS, FLOODING ISSUES, AND LOCAL REGULATIONS. 3. GYPSUM WALLBOARD LEVEL. THEREFORE, THIS DESIGN WORKS WITH AN 18 FOOT HEIGHT RESTRICTION 

4. BEADBOARD PANELLING (GABLE AVERAGE) OR A 22 FOOT HEIGHT RESTRICTION (ROOF RIDGE TO GRADE). 
2. OTHER FOUNDATION TYPES CAN BE USED. FOR INSTANCE, A BASEMENT, CRAWLSPACE, 5. TURNED PORCH POST 
OR PIER FOUNDATION. BECAUSE THE FOUNDATION MUST BE REDESIGNED AND 6. PORCH RAILING 2. BACK-TO-BACK SHED DORMERS MIGHT ALSO BE CONSIDERED A GABLE. 
ENGINEERED REGARDLESS, IT’S IMPORTANT TO REALIZE THAT THESE OPTIONS ARE OPEN. 7. PILASTER (TO MATCH POSTS) 

8. PORCH BEAM 

SOFFIT 


9. BED MOLDING 

10. CROWN MOLDING 

10. CORNICE BRACKETS 

12. CHAMFER (80” HEAD CLEAR) 
13 CEILING FAN 
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FLOOR PLAN NOTES: 
1. UTILITY CLOSET MUST HAVE FIRE-RATED SHEATHING ON WALLS AND CEILING. 


2. BY CODE, A MINIMUM 30x30 INCH AREA OF THE BATHTUB MUST HAVE MORE THAN 
80” OF HEAD CLEARANCE. 


DOORS 


(A) 36x84 9-LITE (FRONT DOOR) 
(C) 30x80 5-PANEL INT DOOR 

(D) 24x80 1-PANEL INT DOOR 

(E) 18x80 LOUVERED INT DOOR 
G) 60x80 SLIDING GLASS DOORS 


KEYNOTES 


1. HARDWOOD FLOORING 
[2] T&G WOOD DECKING 
3. GYPSUM WALLBOARD 
4. BEADBOARD PANELLING 
5. TURNED PORCH POST 


REFLECTED CEILING PLAN / ELECTRICAL PLAN NOTES 
1. CEILING HEIGHTS ARE APPROXIMATE ( +/- 1” ). SEE SECTIONS FOR EXACT HEIGHTS. 


2. CENTER THE ELECTRICAL FIXTURES ON SURFACES, AND WITH PRIMARY DESIGN 


ELEMENTS. 


3. 6. PORCH RAILING 4. CEILING AT MUD/ UTIILITY ROOM SHALL BE FIRE-RATED USING GYP BD SHEATHING 
7. PILASTER (TO MATCH POSTS) 
WINDOWS 8. PORCH BEAM 
SOFFIT 
(1) 32x60 DH WINDOW 2/2 DIVIDED LITES 9. BED MOLDING 
@) 24x48 DH WINDOW 2/2 DIVIDED LITES 10. CROWN MOLDING 
(3) 24x42 DH WINDOW 2/2 DIVIDED LITES 10. CORNICE BRACKETS 
12. CHAMFER (80” HEAD CLEAR) 
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See A0.1 for more project history and credits 


FLOOR PLAN NOTES DOORS KEYNOTES REFLECTED CEILING PLAN & ELECTRICAL NOTES 


1. STAIR LANDING MUST HAVE A 36” CLEAR PATH OF TRAVEL. (A) 36x84 9-LITE (FRONT DOOR) 1] HARDWOOD FLOORING 
(©) 30x80 5-PANEL INT DOOR BITRE WOOD DECIING 1. CEILING HEIGHTS ARE APPROXIMATE ( +/- 1”) 
2. ANY AREA OF ROOM WITH LESS THAN A 5’ CEILING DOES NOT QUALIFY AS SQUARE (D) 24x80 1-PANEL INT DOOR 3. GYPSUM WALLBOARD 
FOOTAGE, AND SHALL NOT BE INCLUDED IN TOTAL FLOOR AREA, OR ROOM AREA. (E) 18x80 LOUVERED INT DOOR 4. BEADBOARD PANELLING 2 CENTER THE EDECTRICALEIATURES ON SURFACES ANE /OR WITH GEOMETRIC AXE? 
(G) 60x80 SLIDING GLASS DOORS 5. TURNED PORCH POST 
3. AT LEAST 50% OF ROOM AREA (SEE NOTE ABOVE) MUST HAVE A 7’ MIN CEILING. 6. PORCH RAILING a AMIN SOOO INGE ARE OR TRE SHG ES MUS  HEAve CEIEING HECHT OR OVER oe 
7. PILASTER (TO MATCH POSTS) . 
SaNGOUE SPOR GRE AN 4. BY CODE, THE BACK OF THE LAVATORY AND TOILET CAN HAVE A 5’ CEILING, BUT THE 
arate CEILING NEEDS TO BE AT LEAST 6'-8” AT THE FRONT OF THESE FIXTURES. 
@) 32x60 DH WINDOW 2/2 DIVIDED LITES 9. BED MOLDING 
@) 24x48 DH WINDOW 2/2 DIVIDED LITES 10. CROWN MOLDING 
(3) 24x42 DH WINDOW 2/2 DIVIDED LITES 10. CORNICE BRACKETS 
12. CHAMFER (80” HEAD CLEAR) 
13 CEILING FAN 
# 28'-0" oa 
f+ 5-4" —__ —_ 4.g" __} 8'-0" f 10'-0" b 


(1 (1 (1% 
ey 


tie OR VERTICAL | LINE OF VERTICAL WALL 
WALL BELOW ROOF (BEHIND VIEW RANGE) 
+ 1 foe eee —s ss |__Ceee 
SS | 
tl I | || 3' ac? I | 
| STACKED | 
= bl || |W/D | 
PORCH ROOF 7-6" 
) ° tii} : PN. | GUG LN 
gis le Bs 
= omen BEDROOM “|*~ BEDROOM “| BEDROOM 
x Ly 
; @ 24" OC. ; ; l : sa 8’ CLG tt & 8' CLG 
a 9'-6 1/2" 9'-6 1/2" a i ——— 
2 Or ‘o O . ACCESS if O 
INSULATED WALL eas Ware $ $ aware 
2x10 JOISTS ——> 2x10 JOISTS \42.0/ 
@16" OC. @ 16" OC. i (2™ LN : Als Li} 
Kee ee -O.G—--— += f A's ols — 
ey al BATH ate 
ZN bile 
CLG ey 
| GFCI | 
ee eee ae eee ee = —--==-@- =| 
| | i | "CLG ir 
. GABLE ROOF ” 
LINE OF VERTICAL WALL 
| | (BEHIND VIEW RANGE) | | 
| | : | 
| | 
Fa 10'-0" a 8'-0" 7 10'-0" a : 
4 28'-0" b 
2 UPSTAIRS FLOOR PLAN UPSTAIRS CEILING & ELECTRICAL PLAN 
SCALE: 1/4” = 1'-0” SCALE: 1/4” = 1'-0" 
aridugz, OPEN-SOURCE ARCHITECTURAL DRAWINGS A DESIGN BY JAY OSBORNE 6 2023-07-31 5TH DRAFT (SIMPLIFIED VERSION) UPSTAIRS PLANS 
big ° You are encouraged to share, copy, and customize this work. 5 2023-05-30 4TH DRAFT (ORNATE VERSION) VERSION: JUNE 
% i) . 
e e These drawings are generously made available under a Creative B A C K Y A R D F A R M H O U S E 4 2023-04-30 3RD DRAFT (BASEMENT/ ADDITION) 
35 a Commons Attribution Share-Alike License. Some rights reserved. ss 3 2023-03-31 2ND DRAFT (LARGE 16X32 VERSION) 1 2 of 
re-a For more info, see www.creativecommons.org/licenses/by-sa/4.0. JUNE’'S VERSION (SIMPLE & ECONOMICAL) + See A0.1 for more project history and credits e 


ELEVATION NOTES 


1. DATUMS ARE TO FINISH FLOOR. BUILDING HEIGHTS ARE OFTEN MEASURED TO 
GRADE. THEREFORE, THIS DESIGN WORKS WITH AN 16 FOOT HEIGHT RESTRICTION 
(GABLE AVERAGE) OR A 20 FOOT HEIGHT RESTRICTION (ROOF RIDGE TO GRADE). 
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VERSION: JUNE 
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ELEVATION NOTES 

1. SECTION ELEVATIONS TAKE PRECEDENCE. 

2. DATUMS ARE TO FINISH FLOOR. BUILDING HEIGHTS ARE OFTEN MEASURED TO 
GRADE. THEREFORE, THIS DESIGN WORKS WITH AN 16 FOOT HEIGHT RESTRICTION 
(GABLE AVERAGE) OR A 20 FOOT HEIGHT RESTRICTION (ROOF RIDGE TO GRADE). 
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[[ KEYNOTES ]] 


1. 6x6 PORCH POST 

2. PORCH BEAM 

3. ROOFING: SEE SHEET X.X 

4. SIDING: SEE SHEET X.X 

5. ORNAMENT: SEE SHEET X.X 
6. PORCH RAILING 

7. PILASTER (TO MATCH POSTS) 
8. PORCH BEAM 

SOFFIT 

9. BED MOLDING 

10. CROWN MOLDING 

10. CORNICE BRACKETS 

12. CHAMFER (80” HEAD CLEAR) 
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SECTION NOTES 


1. DATUMS ARE TO FINISH FLOOR. BUILDING HEIGHTS ARE OFTEN MEASURED TO 
GRADE. THEREFORE, THIS DESIGN WORKS WITH AN 16 FOOT HEIGHT RESTRICTION 
(GABLE AVERAGE) OR A 20 FOOT HEIGHT RESTRICTION (ROOF RIDGE TO GRADE). 
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